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Rk E
TEST REPORT
g L
I 5 5 2022060617165
Report ID
YA /> = N, 5 T .
Sample Name Rechargeable Li-ion Battery Trade Mark
LEREP G EBZ468-098SAIKO FE AR Seuf
Model/Type 46.8V 9.8Ah 458.6Wh Sample status Good
T AL E AR R R B A PR 7
Applicant Phylion Battery Co., Ltd.
Mtk SR T R X A VDT ER 1815

Applicant Address

No.181, Jinshajiang Road, New District, Suzhou 215153, P.R. China

GSaa X VA E AR R R B H PR A 7

Manufacturer Phylion Battery Co., Ltd.

WA MK ST R 181

Address No.181, Jinshajiang Road, New District, Suzhou 215153, P.R. China
e A HIA SRR AR A R 7]

Test Lab CQC Intime Testing Technology Co., Ltd

i TN R T K X R KIE 13685 45 AR 4Rl ik

Lab Address

East Taihu Technology and Finance City, No.1368 Wuzhong Dadao Rd., Wuzhong Economic
Development Zone, Suzhou, Jiangsu.

AR (R ek iz @it WIS AbrEF M) 2B-EhRIZ1T15538.3 7

Standard Recommendations on the Transport of Dangerous Goods, Manual of Tests and Criteria,
Specification ST/SG/AC.10/11/Rev.7/Amend.1/Section 38.3

RIGTHH - A ERA AL WRBN; b AREREES R A, aREEOR

Test Item ) Altitude Simulation, Thermal Test, Vibration, Shock, External Short Circuit, Impact, Overcharge,

Force Discharge

BEREH: 2022-06-29

Receiving Date

SEATIR]: 2022-08-05
Completing Date

R - JIREFE i FF & EIR bR iEZE K

Conclusion The Submitted Sample(s) Meet the Requirement of the Standard.

{oalllEZeER IR E: 20+5°C

Test Condition Ambient temperature

i o ,

Engineer PRI 4&& A

B % .

Auditor EAE f)v(»fqu

5 Data of issue

Approver fxiE A iﬁi? 2022-08-05
ITC-4-B-B029-A1 2021-08-17

A N

1T WL A WY



Report ID: 20220606J17165 Page 2 of 23

REE R
Description of the sample
ifr o= FEAL G5 PR
Test Item Sample No. Sample State
~ FANABCEIEIS, e RHIRE
B1~B4 . .
At first cycle, in fully charged states
T1~T5
- FED A G, TR HIRE
B5~B8 L
After 25 cycles ending in fully charged states
N AN T HAIEIR, 50% BT A E A AR
C1-~-C5 . . ;
At first cycle at 50% of the design rated capacity
T6
C6-C10 25T IEIRG, 500 AR
After 25 cycles ending at 50% of the design rated capacity
- FANABOLIEIR, TR ARBIRS
B9~B12 . .
At first cycle, in fully charged states
T7
N F25NATBCAIEIE, FEe ARG
B13~B16 L
After 25 cycles ending in fully charged states
- BN ATCEIEIR, FE 2R
C11~C20 . - .
At first cycle, in fully discharged states
T8
- F25NFBCEIE G, FEETHIRES
C21~C30 S ,
After 25 cycles ending in fully discharged states
#VE
Remarks

1, ZFEE /N R e
This sample is small battery

2, RRHIER M, BTHERE AR, HEHmEAR, @Edmihnr “EX” (XREHT) FFEk
X7y, HAbEIREE. B, BAEE. BASEBIIME, A ettt Jom T Z .

The communication codes of the products applied for this time are differentiated by the words "EX" (X
stands for number) in the nameplate due to different sales customers. The other elements are the same,
including structure, cells, electrical connection and other electrical parameters. It does not affect the
safety performance and no differential test is required.

ITC-4-B-B029-A1 2021-08-17
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FEMERER
Sample Fundamental Parameters
miH ZH BgE| ZH
Item Parameters ltem Parameters
WUE 45 5 (Ah) PR HLE (V)
: 9.8 . 46.8
Rated capacity(Ah) Nominal voltage(V)
HIUE BLARF — /NI (Wh) 78 HL PR LR (V)
. 458.6 e 54.2
Watt-hour rating(Wh) Limited charge voltage(V)
\ R y
?EEEEE/}?R(A) ) Fr?j(k *%%%{R(A) A
Charge current(A) Maximum continous charging
current (A)
7o HL AR L LR (mA) 200 T HE, UL (A) 20
End charge current(mA) Discharge current(A)
MR 2R LR (V) 26.4 P2 S () ’6
End of discharging voltage (V) ' Cell numbers(pcs)
HRORTBCR I (A) 97 bt 7 INR21700-50E
Maximum discharge current(A) Model of cell (SAMSUNG)
Capacity of cell(Ah) Permutation of cell
WA T ®218mm  ofE H:fE<18mm
L T s Cylindrical®=18mm Cylindrical®<18mm
TR Y Y
Shape of cell ok ORI odldndib
Prismatic Pouch Cell Button Cell
ITC-4-B-B029-A1 2021-08-17
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Photos of Sample

FE 5B F (Sample photograph) -1
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F R A

Photos of Sample

FE 5 B F (Sample photograph) -3
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FE & F (Sample photograph) -4
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B R A

Photos of Sample

FE 5 B F (Sample photograph) -5

i B A (Sample photograph) -6
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B R A

Photos of Sample

i B R (Sample photograph) -7

&, PHYLION

Rechargeable Li-ion Battery
C € EBZ468-098SAIKD

DC46 8V 9.8Ah 458 5Wh

S/N: BBJFBE2DHS6MO0757

FE 5 B F (Sample photograph) -8
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

e I &5 5
Test results
2k 38.3.4. 15 BAERIAL
Clause 38.3.4.1 Altitude simulation
T 56 AT H 4 R A T DS T BT 1 1.6 T IR AR I (20 + 5°C) M AFEE D6/
W0 R i o

Test Procedure

Test cells and batteries shall be stored at a pressure of 11.6 kPa or less for at least six hours at
ambient temperature(2015°C).

AT A AR A AR KRR 5E it T 8 FL A /ST DT FR S

BORER | 90%, JREHKLIRE0.1%)
Test No leakage, no venting, no disassembly, no rupture and no fire. The open circuit voltage of each test
requirement cell or battery after testing is not less than 90% of its voltage immediately prior to this procedure. Mass
loss limit 0.1%.
REER | AR AL AR AR, ANEK, BAREEETE IR
Test results No leakage, no venting, no disassembly, no rupture and no fire. Test data is shown in Annex 1.
g5
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

Far il 45 R
Test results
K 38.3.4. 2R FIRK
Clause 38.3.4.2 Thermal test
TRIE H A B 2 S SR AR IR G IR 25 T 72 + 2°CHIZME P AR D6/NI, #E35 FEE RS
I E 5T -40 + 2°CHIZRAE TAFTBCER D6/ o PR i il B2 -2 1) P e KIS 1) 1) B 24 30
oy SRR EE T, HLSEA0, AR T G FI AT i 4 AE PSR (20 +
5°C) MAFH24/ N .
MBCPIR | T RA At R A2, 5 8 T A o il P P IS [ 22/ 2R 127N
ProT(-:i?jture Test cells and batteries are to be stored for at least six hours at a test temperature equal to 72 + 2°C,
followed by storage for at least six hours at a test temperature equal to -40+ 2°C. The maximum time
interval between test temperature extremes is 30 minutes. This procedure is to be repeated until 10
total cycles are complete, after which all test cells and batteries are to be stored for 24 hours at ambient
temperature (20+ 5°C).
For large cells and batteries the duration of exposure to the test temperature extremes should be at
least 12 hours.
AT AT AR AR A5 K (DU TE F 0 T % F s AN /N T AT H R 1
BORESR | 90%, i &40 KR 1E0.1%)
Test

requirement

No leakage, no venting, no disassembly, no rupture and no fire. The open circuit voltage of each test
cell or battery after testing is not less than 90% of its voltage immediately prior to this procedure. Mass
loss limit 0.1%.

RMEER | AR AL AR AR, B, BAREEETE W2
Test results No leakage, no venting, no disassembly, no rupture and no fire. Test data is shown in Annex 2.
g5
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

=5
%K
Clause

38.3.4.3 #EEhAHK:

38.3.4.3 Vibration

R Wiz
Test
Procedure

LA VB2 K TR B &, (H S AR B AN RE s BT AR TR DA BE v AL IR B
PRENNE IE LI, SHEUIRIRMNTHZEI200Hz, FH[FI$I7HZ, 1 N15504h.
XFHLAT NS 2 . N7 HZIF UG, OR¥FLgn (M RIEE, B FISRIAR|18 Hz. A5
K IRMETRIFAED.8 K (SMWF21.6 Z=22K), FFH AR B 2B Nk EE ik I8 gn (B2 8
50 Hz). 45 KIE B ORFFIES gn E 245445 200 Hz.

XPRBUHIBA : THZITAR, fRIFL gn BRI, BERIIRIAF|18Hz. AR5 R IRIE
TRFFFE0.8 2K (ST 1.6 Z=2K), FFHI IR B2 A INE L IAF|2 gn (B4 425

Hz). R K fEORFFAE2 gn B B4R 1 3] 200Hz .

3o RN AN = AN TLAH TR LR i 224 7 G 04— STHET 120, RSB 3/
o e —ANIRBN 5 1] 20 i 1 T L

Cells and batteries are firmly secured to the platform of the vibration machine without distorting the cells
in such a manner as to faithfully transmit the vibration. The vibration shall be a sinusoidal waveform
with a logarithmic sweep between 7 Hz and 200 Hz and back to 7 Hz traversed in 15 minutes.

For cells and small batteries: from 7 Hz a peak acceleration of 1 gn is maintained until 18Hz is reached.
The amplitude is then maintained at 0.8 mm(1.6 mm total excursion ) and the frequency Increased until
a peak acceleration of 8 gn occurs (approximately 50 Hz). A peak acceleration of 8 gn is then
maintained until the frequency is Increased to 200 Hz

For large batteries: from 7HZ to a peak acceleration of 1 gn is maintained until 18 Hz is reached. The
amplitude is then maintained at 0.8 mm(1.6 mm total excursion) and the frecuency increaseditil a peak
acceleration of 2 gn ocroxmmately 25 Hz). A peak acceleration of 2 gn is then maintained until the
frequency is increased to 200Hz

This cycle shall be repeated 12 times for a total of 3 hours for each of three mutually perpendicular

mounting positions of the cell. One of the directions of vibration must be perpendicular to the teminal
face.

Test
requirement

AT AT AN AR AN K (DR e FE TR R T i B AN /N T I A v s )
90%, Jii B ALFRAE0.1%)
No leakage, no venting, no disassembly, no rupture and no fire. The open circuit voltage of each test

cell or battery after testing is not less than 90% of its voltage immediately prior to this procedure. Mass
loss limit 0.1%.

RMEER | AR AL AR AR, B, BAREEETE WM E3
Test results No leakage, no venting, no disassembly, no rupture and no fire. Test data is shown in Annex 3.
g5
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

=5
%K
Clause

38.3.4.4 W RH:
38.3.4.4 Shock

M0 R
Test
Procedure

R, R b A R 2P e ] S R AR IO b, SORRSCHEAE G F AL ) P 22 3
1T
BEAS 222 32 B K 2150 gn ARk P RFSEI (816 22 A0 - 1R sZ Bt i . KA Bz
2 KIEES0 gn Bk RS2 ] 11 A0 2 IR SR B bt

el libdn.

| 100850

AL 9 150gn (55 5

MmMass

FHECMED B IE SRR Ing et , ik
b
| 30000

)
W%ﬁ6%@,ﬁﬂ%m@ﬁ%ﬁ%ﬁ%ﬁES%n@ﬂﬁl HECIMED ARk
PRIFEEIS ] 11 Z A 520 R o
BEA Lt B 2 = A T A T B R 22 R T R IR DT TR 2 e =Rk, $REAE RS
2 =i, BILE% 18 i,

MAass

Test cells and batteries shall be secured to the testing machine by means of a rigid mount which will
support all mounting surfaces of each test battery.

Each cell shall be subjected to a half-sine shock of peak acceleration of 150 gn and pulse duration of 6
milliseconds. Altematively, large cells may be subjected to a half-sine shock acceleration of 50 gn and
pulse duration of 11 milliseconds.

Small batteries shall be subjected to a half-sine shock of peak acceleration of 150 gn (or

—_—
[ 100850
| { [mass
Acceleration(gn )=" , which is smaller) and pulse duration of 6 milliseconds. Large
batteries shall be subjected to a half-sine of peak acceleration of 50 gn (or Acceleration(gn )=
== e

[ 30000

| mass ) X . -
N , Which is smaller) and pulse duration of 11 milliseconds.
Each battery shall be subjected to three shocks in the positive direction followed by three shocks in the
negative direction of three mutually perpendicular mounting positions of the battery for a total of 18
shocks.

BORER
Test
requirement

AW AW AR AR AE KR 5 FEth 1T B B AN /N T A R
90%, Jii &4 2 FR1EH0.1%)

No leakage, no venting, no disassembly, no rupture and no fire. The open circuit voltage of each test
cell or battery after testing is not less than 90% of its voltage immediately prior to this procedure. Mass
loss limit 0.1%.

RlES] AT AWM AR ABER AE K, BRI R4
Test results No leakage, no venting, no disassembly, no rupture and no fire. Test data is shown in Annex 4.
45k
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

K 38.3.4.5 SR %
Clause 38.3.4.5 External short circuit
FL I A VB2 B A SEIR EAS E AEST+4°CTE ,  FEULIRIE X R HEAT SMER LIS, A1 LR AR5
PEAB NN T70.1Q,  RREEFLES B AE S A ST E [0l ¥ 157 +4°C 5 2/ 4R8I hy Xk
RUeR A, AR ST PR MR G b U S ) PR B vl THBR ) — 20 2 — IR ORI T i U
R P 7 R T 2H A0 25 P L 2 6 4 AR
Uilinw s The cell or battery to be tested shall be temperature stabilized so that its external case temperature
Pro-I(—:iZture reaches 57+4°Cand then the cell or battery shall be subjected to a short circuit condition with a total
external resistance of less than 0.1 ohm at 57 +4°C. This short circuit condition is continued for at least
one hour after the cell or battery external case temperature has returned to 57+4°C. In the case of the
large batteries, has decreased by half of the temperature increase observed during the test and
remains below that value. The cell and battery must be observed for a further six hours for the test to be
concluded.
- . S = N o 1
BOREER | MR I170°C, K, R, THK.
es
requirement | External temperature does not exceed 170°C. No disassembly, no rupture and no fire.
Kol HPSEIREAEITLI70°C, AR AR, AE K, BAREEETE N IHES
WAVAEZE]
Test results | External temperature does not exceed 170°C. No disassembly, no rupture and no fire. Test data is
shown in Annex 5.
g5
Pass/Falil P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
oA
Test Report

=5
%K
Clause

38.3.4.6 fELi/HE
38.3.4.6 Impact/Crush

M0 R
Test
Procedure

miEd GEH T BERA/NT18.02 K 1 BT fith )

Impact(applicable to cylindrical cells not less than 18.0 mm in diameter)

FERE S I E TR, K — B AR N15.8mmz0. Imm A F AN R RE ot — 3
9.1Kg+0.1KgMEHE 61 + 2.5 cmim BE B AE B MR it sz, RBP4
ToPAROF B2 BT R A b O EAR Y 15.8mmiiE . AR R g5z — ik dE S,
FL Tt DA 2B PR 22 6 2 T T

The sample cell or component cell is to be placed on a flat smooth surface. A 15.8 mm + 0.1mm
diameter stainless steel bar is to be placed across the centre of the sample. A 9.1 kg + 0.1 kg mass
is to be dropped from a height of 61 + 2.5 cm on to the sample.

The test sample is to be impacted with its longitudinal axis parallel to the flat surface and
perpendicular to the longitudinal axis of the 15.8 mm + 0.1mm diameter curved surface lying
across the centre of the test sample. Each sample is to be subjected to only a single impact. The
battery must be observed for a further six hours for the test to be concluded.

oFfECEH TR 4856, 8 M/ e i Al AR /N T- 18,022 K (1 [ AT T Ha ith)

Crush (applicable to prismatic, pouch, coin/button cells and cylindrical cells less than
18.0 mm in diammeter

KUl r i BHE AT T 2 1815, IR BEIZHG K, 5 R 1.5em/s £ T fF 42t
17, HBMBLLLT =50 —: ()it ini /s 2 13kN+0.78KkN; (b) H b A HL T B 22
/1>100mV;(c) IR AR T A B R 4R JF FE I50% 1 A b o e i 70 A A8 v ity S DA i 5 1) — T it
ISR 0 YL R L YA o 12 B 1) O SO o A= SR A NS s B =N 1)) ) S S i 2
R U — R ey, R 0 T U 5% Bh 4 T R

A cell or component cell is to be crushed between two flat surfaces. The crushing is to be gradual with a
speed of approximately 1.5 cm/s at the first point of contact. The crushing is to be continued until the
first of the three options below is reached. (a) The applied force reaches 13 kN + 0.78 kN; (b) The
voltage of the cell drops by at least 100 mV; or (c) The cell is deformed by 50% or more of its original
thickness. A prismatic or pouch cell shall be crushed by applying the force to the widest side. A
button/coin cell shall be crushed by applying the force on its flat surfaces. For cylindrical cells, the crush
force shall be applied perpendicular to the longitudinal axis. Each test cell or component cell is to be

subjected to one crush only. The battery must be observed for a further six hours for the test to be
concluded.

BARER
Test
requirement

ARSI ANEIE170°C, A, B, A K.

External temperature does not exceed 170°C.. No disassembly, no rupture and no fire.

Far il 25
Test results

HPSEIREAEILLI70°C, AR, AR, ANE K, BAREEEE NI ER6
External temperature does not exceed 170°C. No disassembly, no rupture and no fire. Test data is
shown in Annex 6.

g5
Pass/Fail
Conclusion

P

ITC-4-B-B029-A1

2021-08-17

[



Report ID: 20220606J17165

Page 14 of 23

PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

For £
Test results
K 38.3.4.7 T ERHE
Clause 38.3.4.7 Overcharge
78 P FRL AL A 20 A2 1) 36 PP 7 FR) B R 4P 8 7 P PR URE I P A o 18 A0 B/ A S R 2
(a) i pHE 1) 78 U R AN I 18 VIR, 6 P e /) FL S IV A 2 T LI ) i K 7
HURECN22 VT RBUNE (b)) AfilE A 1078 f i IS 18 VIRF, a6 i) /N i
FE N B R 8 F L K 1. 2485 o 10 S AE PR B2 R AT o BEAT AR I TR) R 9 24 /)
WBOPE | . 753 70 i s R B R Hith 7 K
Test The charge current shall be the twice the manufactures recommended maximum continuous charge
Procedure current. The minimum voltage of the test shall be follows:(a)When the manufactures recommended
charge voltage is not more than 18V, the minimum voltage of the test shall be the lesser of two times
the maximum charge voltage of the battery or 22V.(b)When the manufactures recommended charge
voltage is more than 18V, the minimum voltage of the test shall be 1.2 times the maximum charge
voltage.Tests are to be conducted at ambient temperature. The duration of the test shall be 24 hours.
The test sample shall be observed for a further 7 days.
BRER | Rapek, FEA.
Test . )
. No disassembly, no fire.
requirement
Rrmas R | AR A K EARBIE TE LT R 7
Test results No disassembly, no fire. Test data is shown in Annex 7.
g5
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17
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PN TEZRA I B AR PR 2 7]
CQC Intime Testing Technology Co.,Ltd
Rl e
Test Report

For £
Test results
FK 38.3.4.8 S&HH
Clause 38.3.4.8 Forced discharge
I AERR BRI 512V B AR B, Lt i i B 10 B RE SRR A
WT4R BT SR A B
Hg AN K/NRI Ty 286 1 (1) FEL R A7 28055 4 e v s DR B VA LA A3 BB ASRAS R R ) T80 H, L VA o
BEAS PR DR A T30 P P A ) 197 5 T LA 2 B ok DA AR A a0 R o 2 0 1 0 PR 685 TR J WL 458
MR | b7 K.
Test Each cell shall be forced discharged at ambient temperature by connecting it in series with a 12V D.C.
Procedure power supply at an initial current equal to the maximum discharge current specified by the
manufacturer.
The specified discharge current is to be obtained by connecting a resistive load of the appropriate size
and rating in series with the test cell. Each cell shall be forced discharged for a time interval (in hours)
equal to its rated capacity divided by the initial test current (in ampere). The test sample shall be
observed for a further 7 days.
BRER ) s, ok
. No disassembly, no fire.
requirement
Rras R | AR, A K EARBIETE LT 8
Test results No disassembly, no fire. Test data is shown in Annex 8.
g5
Pass/Fail P
Conclusion

ITC-4-B-B029-A1

2021-08-17




Report ID: 20220606J17165

NI BEARA PR 2 F]

CQC Intime Testing Technology Co.,Ltd
oA
Test Report

PR 1 AR

Annex 1. Altitude Simulation

Page 16 of 23

A RE AT AR RE G AR5 OCV2/ FREHRR v
Sample Before test Before test After test After test OCV1 Mass Loss 5 «
No. OCV1 (V) Mi (g) OCV2 (V) M2 (g) (%) (%) emarks
Bl 53.55 2998.32 53.55 2998.28 | 100.00% 0.001% -
B2 53.65 2989.72 53.64 2989.69 | 99.98% 0.001% -
B3 53.64 2981.69 53.63 2981.68 | 99.98% 0.000% -
B4 53.62 2996.51 53.62 2996.51 | 100.00% 0.000% -
B5 53.59 2994.67 53.59 2994.66 | 100.00% 0.000% -
B6 53.64 2988.26 53.62 2988.24 | 99.96% 0.001% -
B7 53.64 2989.36 53.63 2989.35 99.98% 0.000% -
B8 53.61 2994.09 53.61 2994.09 | 100.00% 0.000% -
LR H
Blank
below
ITC-4-B-B029-A1 2021-08-17

wMilD»

A N



Report ID: 20220606J17165

N TG AT I 5 ARAT IR 2 7]

Page 17 of 23

CQC Intime Testing Technology Co.,Ltd
o
Test Report

Bt 21 B AL

Annex 2. Thermal test

FEmwS AL HT AL HT AR5 A5 OCV2/ REHREK v
Sample Before test Before test After test | After test OCV; Mass Loss = "
No. OCV1 (V) M1 (g) oCV2(V) | Mz (g) (%) (%) emarks
Bl 53.55 2998.28 53.25 2998.05 99.44% 0.008% -
B2 53.64 2989.69 53.28 2989.34 | 99.33% 0.012% -
B3 53.63 2981.68 53.27 2981.32 | 99.33% 0.012% -
B4 53.62 2996.51 53.27 2996.24 99.35% 0.009% -
B5 53.59 2994.66 53.26 2994.35 | 99.38% 0.010% -
B6 53.62 2988.24 53.27 2987.94 99.35% 0.010% -
B7 53.63 2989.35 53.28 2988.96 | 99.35% 0.013% -
B8 53.61 2994.09 53.27 2993.64 99.37% 0.015% -
NS
Blank
below
ITC-4-B-B029-A1 2021-08-17
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CQC Intime Testing Technology Co.,Ltd
o
Test Report

Bt 3TRB AL

Annex 3. Vibration

REHT | RRE | RKE | RRE | RKE | OCVJ | RESRK | .
Sample Before test Before test After test | After test OCV; Mass Loss = "
No. OCV1 (V) M1 (g) oCV2(V) | Mz (g) (%) (%) emarks
Bl 53.25 2998.05 53.25 2998.02 | 100.00% 0.001% -
B2 53.28 2989.34 53.28 2989.31 | 100.00% 0.001% -
B3 53.27 2981.32 53.26 2981.30 | 99.98% 0.001% -
B4 53.27 2996.24 53.27 2996.24 | 100.00% 0.000% -
B5 53.26 2994.35 53.26 2994.33 | 100.00% 0.001% -
B6 53.27 2987.94 53.26 2987.91 99.98% 0.001% -
B7 53.28 2988.96 53.27 2988.94 | 99.98% 0.001% -
B8 53.27 2993.64 53.27 2993.61 | 100.00% 0.001% -
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Annex 4.Shock

Fmwms RIHT RIHT RES5 R S5 OCV2/ FREIRR P
Sample Before test Before test After test | After test OCV; Mass Loss = "
No. OCV1 (V) M1 (g) oCV2(V) | Mz (g) (%) (%) emarks
Bl 53.25 2998.02 53.25 2998.02 | 100.00% 0.000% -
B2 53.28 2989.31 53.28 2989.31 | 100.00% 0.000% -
B3 53.26 2981.30 53.26 2981.29 | 100.00% 0.000% -
B4 53.27 2996.24 53.27 2996.24 | 100.00% 0.000% -
B5 53.26 2994.33 53.26 2994.31 | 100.00% 0.001% -
B6 53.26 2987.91 53.26 2987.91 | 100.00% 0.000% -
B7 53.27 2988.94 53.27 2988.93 | 100.00% 0.000% -
B8 53.27 2993.61 53.26 2993.61 99.98% 0.000% -
NS
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Annex 5. External short circuit
- PRI VIR B .
Sarr?ple No Voltage before test Initial Temperature Max Temperature Remarks
' V) () (C)
B1 53.25 56.0 56.1 -
B2 53.28 56.2 56.2 -
B3 53.26 56.1 56.2 -
B4 53.27 56.1 56.2 -
B5 53.26 56.2 56.2 -
B6 53.26 56.0 56.1 -
B7 53.27 56.1 56.2 -
B8 53.26 56.0 56.2 -
LR H
Blank below
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Annex 6. Impact/Crush
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R

BIHGEE

BRRE

Si'gr:n;?fN%o. Voltage R;e)fore test Initial T?%?erature Max Te(rpcp)erature Reﬁ'fks
C1 3.725 23.2 25.0 -
Cc2 3.737 23.2 23.3 -
C3 3.725 23.1 23.8 -
C4 3.729 23.2 24.7 -
C5 3.728 23.2 80.3 -
C6 3.725 23.3 69.7 -
C7 3.725 23.2 24.5 -
C8 3.728 23.2 25.1 -
C9 3.729 23.3 23.9 -
C10 3.725 23.3 77.6 -

S
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Annex 7.0vercharge
- PRI VIR B .
Sar: le No Voltage before test Initial Temperature Max Temperature Remarks

o v (C) ()

B9 53.61 23.2 23.3 -
B10 53.56 23.2 23.4 -
B1l1 53.64 23.3 23.4 -
B12 53.59 23.4 23.5 -
B13 53.58 23.3 23.4 -
B14 53.58 23.4 23.4 -
B15 53.62 23.2 23.3 -
B16 53.65 23.4 23.5 -

LR H
Blank below §
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Annex 8. Forced discharge
B SRR VIR B o
Sample No. Voltage before test Initial Temperature Max Terpperature Remarks
) () (C)
Cl1 3.069 234 52.1 -
C12 3.056 23.4 57.4 -
C13 3.053 23.5 53.8 -
C14 3.059 23.4 55.9 -
C15 3.074 234 54.9 -
C16 3.061 23.5 54.3 -
C17 3.052 23.5 53.6 -
C18 3.054 23.3 53.4 -
C19 3.066 23.5 52.9 -
C20 3.059 23.3 55.7 -
C21 3.059 23.3 53.5 -
Cc22 3.056 234 53.6 -
C23 3.055 23.3 54.2 -
C24 3.071 234 55.1 -
C25 3.068 234 524 -
C26 3.072 23.5 53.6 -
c27 3.054 235 54.7 -
C28 3.059 234 55.5 -
C29 3.057 23.5 55.9 -
C30 3.067 234 54.2 -
U2 H
Blank below
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Statement

1. R AWM P @k RIS LA ARE, RIEEIREL 4],

Don’t copies the report partly, if you don’t obtain the Iaboratory allow you to do that, unless you copy the whole

report.
2. A5 45 FAXIT PT AR AE 30 A 2o
The test report is only valid to the sample which has been tested
3. EXARMLERA X, WAMBREETHAmANM B ERE.

If you have any objection to the test result, please submit it to the laboratory in writing within 10 days after

receiving the report.

4. TARKE S Gl AL BV MRS =+ B AR, @0 AW A RS- 8 4T L3
The sample must be collected within 30 days after receiving the test report. The overdue sample will be
disposed of as waste by the laboratory itself.

5. WARE A A £ 7 5%, RMEAIFR., HEERIE.

This report only as a reference for client, can't be considered as a basis for litigation, arbitration and so on.

ML NI R A I AR A R 5]
Test Lab.: CQC Intime Testing Technology Co.,Ltd.
B3xak: FM T RFEFF AR X T KB 13685 R K HAAHE 2 ki
Headquarter address: East Taihu Hi-Tech & Finance Town, No0.1368, Wuzhong Road, Wuzhong Economic
Development Zone, Suzhou, China

%, 75 : 0512-66303621

wRE AL : 215104
cgc_jsz|b@126. com

1% A: 0512-66303625 E-mail :
FMF ORI T A, FO4A® 542365

BEDPE ML Wi EET KER19F F & KJE b#E102£1020F
W& 0574-63895313

RN F LA KT AR XFHN T — #1395 F kB A KE13AE
w,1&: 0755-82889188-8118

JN A EA A TN T A Bk K AR i 05 952665 N ERAF L E 9k
W 3% /4% B . 020-84147422
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